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1
FRANK brine manifold
Factory-assembled PE manifold for the connection of geothermal probes. 

Distribution pipe made of PE 100, SDR 11, d ..……………… m  

Connection to the heat pump d …. x …. mm

· Flow and return connection with PVC ball valve type 21 (up to d110 mm).

· Flow and return connection with PVC butterfly valve type 57, (from OD 125 mm) and stub flange with backing ring.

Circles for connection of the geothermal probe:

· Flow with PVC ball valve type 21 with long PE-spigots d 40 x 3,7 mm.

· Return with balancing valve hydro control ND 25 and compression fitting made of brass OD 40 x 3,7 mm.

Accessories

· Measuring adapter, 2 pc., PE/brass ½” female, blind plug made of brass. 

· Measuring valves, 1 pc. manometer 0 - 6 bar, 1 pc. thermometer –20/+60° incl. protective pipe.

· De-aeration, PE/brass-adaptor ¾” female, blind plug made of brass, brass nickel-plated filling and draining valve ¾”.

· Filling and draining via PVC ball valve type 21 with long spigot ND 20.

Total circulatory: ………m3/h

Number of circles: ………

Means ……… duplex probes

Manhole elevation: ………..mm

Diameter: ………. mm

Quantity: ........ pc.




Alternative probe connection/return

· Return – Tacosetter-bypass 20 - 70 l/min, compression fitting made of brass OD 40 x 3,7 mm
Quantity: ........ pc.
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