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Tender text

Pressure pipe made of PE 100 for potable water

Preliminary remarks

Measurements and tolerances of the offered PE 100 pipes have to correspond to DIN 8074.

The quality requirement acc. to DIN 8075 have to be fulfilled. For the production of pipes a quality management system acc. to DIN EN ISO 9001 must be proven. Documentation of pipe quality via inspection certificate 3.1 acc. to DIN EN 10204 has to be submitted by bidder in case or order.

The minimum requirement for the production of the offered PE 100 pipes are valid as follows:

- 
Before using the resin, it has be predried at a minimum temperature of 60°C.

- 
By using metal strainer in from of the extruder it has to be guaranteed that not metal particles will be added together with the resin to the machines.

- 
Pipes should be manufactured on extrusion lines equipped with a melt filter.

- 
By using an ultrasound detector it has to be guaranteed that outer diameter, wall thickness and ovality of the complete pipe length correspond to the requirements.

- 
To use recycled material is not acceptable.

For the installation and assembly only special companies with professional trained staff acc. to DVS 2212 or DVGW GW 330 are authorised.

The installation has to be implemented via heating element butt welding or electro fusion welding according to DVS 2207-1. All relevant welding parameters have to be recorded automatically and handed over to customer after finishing welding work.

Item
Product description
UP EU
Total EUR

1
PE 100 pipe for potable water, blue 


SDR class ........, Outside diameter d ........ mm, 


Article group: 25 706....


........... rm.






Pipe length:.................
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