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Tender text

Short spigot fittings made of PE 100 (and flanges)
Preliminary remarks

Measurements and tolerances of the offered PE 100 fittings (short spigot ends) have to correspond to DIN 16963. The quality requirement acc. to DIN 16963 have to be fulfilled. For the production of fittings a quality management system acc. to DIN EN ISO 9001 must be proven. Void-free fittings must be ensured through x-ray controls on each batch. Documentation of quality of injection moulded fittings via inspection certificate 3.1 acc. to DIN EN 10204 has to be submitted by bidder in case or order.

Fittings should be manufactured preferably via central gate. For gas- and potable water applications, an approval of DVGW is requested. Pipe systems laid above ground a DIBt approval is requested. 

For the installation and assembly only special companies with DVGW-certificate acc. to DVGW GW 301 and professional trained staff with plastic welding qualification test acc. to DVGW GW 330 are authorised.

The installation has to be implemented via heating element butt welding acc. to DVS 2207-1. All relevant welding parameters have to be recorded automatically and handed over to customer after finishing welding work.

Fittings with short spigot end for heating element butt welding

1
Bend 90°, injection moulded of PE 100,


with DIBt approval,  r = d,


Outside diameter d ........ mm, 


Article group: 25 001....


........... Pc.





2
Tee reinforced, injection moulded of PE 100,


with DIBt approval


Outside diameter d ........ mm, 


Article group: 25 006....


........... Pc.





3
Tee reinforced, injection moulded of PE 100, 


reduced, with DIBt approval


SDR class ........, Outside diameter d ........ mm, 


Article group: 25 016....


........... Pc.





5
Stub flange, injection moulded of PE 100, with DIBt approval


SDR class ........, Outside diameter d ........ mm, 


Article group: 25 012....


........... Pc.






(please see also item “Flange connection”)

6
Reducer centric, injection moulded of PE 100, 


with DIBt approval


SDR class ........, Outside diameter d ........ mm, 


Article group: 25 941....


........... Pc.





7
Reducer centric, injection moulded of PE 100, 


stufenweise abgesetzt, with DIBt approval


SDR class ........, Outside diameter d ........ mm, 


Article group: 25 007....


........... Pc.





Flange connection:

8
Backing ring type „VB” acc. to DIN 16962/16963-4, 
for stub flanges, PP glass fibre reinforced, steel insert,  


with DIBt approval, hole pattern acc. to DIN 2501 – PN 10, compressive strength up to d 400: 16 bar, up to d 450: 10 bar


Outside diameter d ........ mm 


PPR black



Article group: 14 014....

........... Pc.

Flange connection:
9
Blind flange, following DIN 16962/16963-4, 
PP glass fibre reinforced, steel insert, with DIBt approval,


hole pattern acc. to DIN 2501 – PN 10, compressive strength up to d 225: 16 bar, 
from d 250: 10 bar


Outside diameter d ........ mm, 



PPR black



Article group: 14 045....


........... Pc.





10
Full faced flange, injection moulded of PE 100, SDR 11, hole pattern acc. to DIN 2501– PN 10, steel insert and injection moulded reinforcements, compressive strength up to 16 bar


Outside diameter d ........ mm, 



Article group: 25 162....


........... Pc.





as well as screws and gaskets.

All items delivered by:
Frank GmbH 


Starkenburgstraße 1


64546 Mörfelden-Walldorf 


Tel.
+49 6105 4085-0


Fax
+49 6105 4085-249


Internet: http://www.frank-gmbh.de


E-Mail: info@frank-gmbh.de
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