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Tender text

SurePEX-Gas pipe

Preliminary remarks

Measurements and tolerances of the offered FRANK SurePEX® pipes made of perioxide cross-linked polyethylene have to correspond to DIN 16893. The quality requirement acc. to DIN 16892, DIN EN 12814-3 as well as DVS 2203-4 suppl. 2 (FNCT*) have to be fulfilled. For the production of pipes a quality management system acc. to DIN EN ISO 9001 must be proven. 

The used pipes have to fulfil the following requirements:
· Pipe has to be up to standard DVGW GW 335 A3.

· A DVGW-approval has to be provided.

· Weldability of electro fusion fittings and –saddles must be guaranteed acc. to DVS 2203-4 suppl. 1.

· Pipe must be manufactured of yellow imbued raw material so that an electro fusion welding (DVS 2207 suppl.1) after scraping (only unique rotational scraping permitted) is possible. 

· An admissible time of storage outside of minimum two years has to be guaranteed.

The minimum requirement for the production of the pipes are valid as follows:

· To use recycled material is not acceptable.

· It is not allowed to stretch or compress the pipe during the production.

For the installation and assembly only special companies with professional trained staff acc. to DVS 2212 or DVGW GW 330 are authorised.

The installation has to be implemented via heating element butt welding or electro fusion welding according to DVS 2207-1. All relevant welding parameters have to be recorded automatically and handed over to customer after finishing welding work.

Item
Product description
UP EU
Total EUR
1
SurePEX® gas pipe made of PE-Xa, yellow, 


SDR  11


Outside diameter d ........ mm, 
Article group: 43 709....


........... rm.






Pipe length:.................

All items delivered by:
Frank GmbH 


Starkenburgstraße 1


64546 Mörfelden-Walldorf 


Tel.
+49 6105 4085-0


Fax
+49 6105 4085-249


Internet: http://www.frank-gmbh.de


E-Mail: info@frank-gmbh.de*
 FNCT: Full Notch Creep Test






� *	 FNCT: Full Notch Creep Test
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