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Diaphragm valve type 14 
with electric actuator 
Safe shut-off or control of demanding media 
 

 

As only the body and diaphragm are in contact with the media, 

diaphragm valves are extremely suitable for use with aggressive 

media. The design of FRANK diaphragm valves also makes them 

suitable for abrasive and solid-containing media. With its flexible 

voltage range of  24 - 240 V AC/DC, the actuator type J4M is the 

perfect addition for the automation of ON/ OFF or control systems. 

The compact, brushless motor enables high efficiency and a long 

service life with low maintenance requirements. The simple 

commissioning and low weight enable easy handling during 

installation. 

Our diaphragm valves type 14 can be equipped with the electric 
actuator type J4M over the whole nominal size range from DN15 - 
100. 

 

 

 

Properties 

Diphragm valve type 14 Actuator type J4M 

Body material 

 
PVC, PP, PVDF und EL-PVDF (for applications 
with hot, moist chlorine) 
 

Voltage 24 – 240 V AC/ DC 

Diaphragm material EPDM, CSM, PTFE/EPDM, PVDF-cushion cover Motor Brushless motor  

Nominal diameter DN15 - 100 Protection class IP67 

Connection 

 
DN15 – 100  monobloc-version  
DN15 – 50 true union version  
 

In- / outputsignal 4 – 20 mA or 0 – 10 V selectable 

Pressure level PN10 / 20°C Limit switch Digital oder analogue selectable 

Length 
Flange acc. to DIN EN 558 FTF 1 or  
ASME B16.10 
True union version acc. to factory standard 

Basic equipment 

 
Space heater , emergency manual override, 
electronic torque limiter, DOME  
position indicator, colored operation-LED, 
Bluetooth 
 

  Options  BSR battery pack, Modbus 


