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FRANK GmbH  *  Starkenburgstraße 1  *  D-64546 Mörfelden-Walldorf
Telefon +49 (0) 6105 / 4085-0  *  Telefax +49 (0) 6105 / 4085-270  *  www.frank-gmbh.de

Example for an invitation to tender text:
Y-strainer type 37, DN 100, PP / EPDM, PN 6, flange acc. to DIN EN 1092-1 - PN 10, length 500 mm,
screen ETFE, mesh width 2,0 mm

Y-strainer type 37

Body material1)

DN 65 up to DN 2502)Nominal size

	 Connection with pipe

Length

Fixed flange acc. to DIN EN 1092-1 - PN 10

Working temperatue 0 °C up to 80 °C

Company standard

PP

EPDM, FKM

1)	 other materials on request
2)	up to DN 400 on request
3)	0,5 mm, 1,0 mm or 1,8 mm on request

Sealing material1)

Mesh 2,0 mm3)

PVDF

FKM

-20 °C up to 100 °C

Document: FRANK_DB_L7_Schrägsitz-Schmutzfänger Typ 37_01-2024_EN
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Y-strainer type 37

Description                                                                                                               No. Number                                                                                                              Material                                                                                                 

*)	 Wearing parts
1)	 Stainless steel on request

	 1	 Body		  1	 PP, PVDF

	 2	 Filter screen*)	 1	 ETFE1)

	 3	 Screen support	 1	 PP, PVDF

	 4	 O-ring*)	 	 1	 EPDM, FKM
	 5	 Cap		  1	 PP, PVDF
	 6	 Screw, nut, washer	 1/1/2	 A4 - 1.4401 (SUS 316)

Body dimensions

	 65	 260	 400	 185	 4 x 18	 145
	 80	 274	 450	 200	 8 x 18	 160
	 100	 322	 500	 220	 8 x 18	 180
	 125	 380	 550	 250	 8 x 18	 210
	 150	 430	 650	 285	 8 x 23	 240
	 200	 552	 800	 340	 8 x 23	 295
	 250	 590	 900	 385	 12 x 23	 350

Dimensions [mm]

LHDN D n x Ø d2 Ø C

		  Body material	 TB [°C]	 pB [bar]

		  0 up to 20	 6
	 PP (up to DN 125)	 40	 4
		  80	 1
		  0 up to 20	 4
	 PP (from DN 150)	 40	 2
		  60	 0,2
		  – 20 up to 20	 10
	 PVDF (up to DN 100)	 80	 4
		  100	 2
		  – 20 up to 20	 6
	 PVDF (from DN 125)	 40	 4
		  70	 1

	 Mdmax	 15	 25	 35	 55	 75

M10 M12 M16 M20 M24

Working pressure pB in bar

Tightening torque Mdmax in Nm
for cap bolts item 6
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Pressure loss diagram

Maintenance

	 An inspectation and maintenance has to be performed in 	
	 regular intervals.

Disassembly of the valve
Attention:	 Never dismantle the valve when the pipe is

		  under pressure.

Attention: 	Use suitable tools for  the o-rings to prevent
		  them from being damaged.

Assembly of the valve

	 The valve assembly is to be performed in reverse
	 order to the disassembly.
	 Before the assembly all parts have to be checked for 

damages.
	 All parts have to be clean.
	 For assemby of o-ring 4 a silicone-free lubricant may 

be used.
	 After assembly carry out a pressure test acc. to 
	 DIN EN 12266-1.

Notes for correct installation

	 The valve must be installed stress-free in the pipe 
	 (plane parallelism, axial, overall length).
	 Flanged connection:
	 The flange bolts have to be tightened equably.  
	 In general, use washers for the nuts and bolts in plastic 

flanges.
	 The valve has to be installed with direction indicator
	 pointing in flow direction.

Pressure loss ∆p [bar]
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Y-strainer type 37


